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SECTION 10226 - OPERABLE PARTITIONS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Manually operated, acoustical panel partitions. 

1.2 PERFORMANCE REQUIREMENTS 

A. Acoustical Performance:  Provide operable panel partitions tested by a qualified testing agency 
for the following acoustical properties according to test methods indicated: 

1. Sound-Transmission Requirements:  Operable panel partition assembly tested for 
laboratory sound-transmission loss performance according to ASTM E 90, determined by 
ASTM E 413, and rated for not less than the STC indicated. 

2. Acoustical Performance Requirements:  Installed operable panel partition assembly, 
identical to partition tested for STC, tested for NIC according to ASTM E 336, 
determined by ASTM E 413, and rated for 10 dB less than STC value indicated. 

1.3 SUBMITTALS 

A. Product Data:  For each type of product indicated. 

B. Shop Drawings:  Include plans, elevations, sections, details, and attachments to other work. 

1. Indicate storage and operating clearances.  Indicate location and installation requirements 
for hardware and track, blocking, and direction of travel. 

C. Samples:  For each type of exposed material, finish, covering, or facing indicated. 

D. Coordination Drawings:  Reflected ceiling plans, drawn to scale and coordinated with each 
other, based on input from installers of the items involved: 

E. Setting Drawings:  For embedded items and cutouts required in other work, including support-
beam, mounting-hole template. 

F. Product certificates. 

G. Product test reports. 

H. Operation and maintenance data. 

I. Warranty:  Sample of special warranty. 
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1.4 QUALITY ASSURANCE 

A. Installer Qualifications:  An employer of workers trained and approved by manufacturer. 

B. Testing Agency Qualifications:  Qualified according to Division 01 Section "Quality 
Requirements" for testing indicated. 

C. Fire-Test-Response Characteristics:  Provide panels with finishes meeting one of the following 
as determined by testing identical products by UL or another testing and inspecting agency 
acceptable to authorities having jurisdiction: 

1. Surface-Burning Characteristics:  As determined by testing per ASTM E 84. 

a. Flame-Spread Index:  25 or less. 
b. Smoke-Developed Index:  450 or less. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Protectively package and sequence panels in order for installation.  Clearly mark packages and 
panels with numbering system used on Shop Drawings.  Do not use permanent markings on 
panels. 

1.6 WARRANTY 

A. Special Warranty:  Manufacturer's standard form in which manufacturer agrees to repair or 
replace components of operable panel partitions that fail in materials or workmanship within 
specified warranty period. 

1. Warranty Period:  Two years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. Steel Frame:  Steel sheet, manufacturer's standard thickness. 

B. Steel Face/Liner Sheets:  Tension-leveled steel sheet, manufacturer's standard thickness. 

C. Aluminum:  Alloy and temper recommended by aluminum producer and finisher for type of 
use, corrosion resistance, and finish indicated; manufacturer's standard strengths and thicknesses 
for type of use. 

D. Gypsum Board:  ASTM C 36/C 36M. 

E. Plywood:  DOC PS 1. 

F. Particleboard:  ANSI A208.1, made with binder containing no urea formaldehyde]. 
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G. Medium-Density Fiberboard:  ANSI A208.2, made with binder containing no urea 
formaldehyde. 

2.2 OPERABLE ACOUSTICAL PANELS 

A. Operable Acoustical Panels:  Operable acoustical panel partition system, including panels, seals, 
finish facing, suspension system, operators, and accessories. 
1. Basis-of-Design Product: Mondernfold Model 933 Subject to compliance with 

requirements, provide or comparable product by one of the following: 
a. FolDoor; Holcomb & Hoke Mfg. Co., Inc. 
b. Hufcor. 
c. Modernfold, Inc.; a DORMA Group Company. 
d. Panelfold Inc. 

B. Panel Operation:  Manually operated, continuously hinged panels. 

C. Panel Construction:  Provide top reinforcement as required to support panel from suspension 
components and provide reinforcement for hardware attachment.  Fabricate panels with tight 
hairline joints and concealed fasteners.  Fabricate panels so finished in-place partition is rigid; 
level; plumb; aligned, with tight joints and uniform appearance; and free of bow, warp, twist, 
deformation, and surface and finish irregularities. 

D. Dimensions:  Fabricate operable acoustical panel partitions to form an assembled system of 
dimensions indicated and verified by field measurements. 

E. STC:  Not less than 50 

F. Panel Closure:  Manufacturer's standard. 

G. Hardware:  Manufacturer's standard as required to operate operable panel partition and 
accessories; with decorative, protective finish. 

2.3 SEALS 

A. General:  Provide types of seals indicated that produce operable panel partitions complying with 
acoustical performance requirements and the following: 

1. Manufacturer's standard seals. 
2. Seals made from materials and in profiles that minimize sound leakage. 
3. Seals fitting tight at contact surfaces and sealing continuously between adjacent panels 

and between operable panel partition perimeter and adjacent surfaces, when operable 
panel partition is extended and closed. 

B. Horizontal Bottom Seals:  PVC-faced, mechanical, retractable, constant-force-contact seal 
exerting uniform constant pressure on floor when extended, ensuring horizontal and vertical 
sealing and resisting panel movement. 
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1. Mechanically Operated for Acoustical Panels:  Extension and retraction of bottom seal by 
operating handle or built-in operating mechanism, with operating range not less than 1-
1/2 inches (38 mm) between retracted seal and floor finish. 

2.4 FINISH FACING 

A. General:  Provide finish facings for panels that comply with indicated fire-test-response 
characteristics and that are factory applied to operable panel partitions with appropriate backing, 
using mildew-resistant nonstaining adhesive as recommended by facing manufacturer's written 
instructions. 

1. Color/Pattern:  As selected by Architect from manufacturer's full range 

B. Vinyl-Coated Fabric Wall Covering:  Manufacturer's standard, mildew-resistant, washable, 
vinyl-coated fabric wall covering; complying with CFFA-W-101-D for type indicated; Class A. 

C. Cap-Trimmed Edges:  Protective perimeter-edge trim with tight hairline joints concealing edges 
of panel and finish facing. 

D. Trimless Edges:  Fabricate exposed panel edges so finish facing wraps uninterrupted around 
panel, covering edge and resulting in an installed partition with facing visible on vertical panel 
edges, without trim, for minimal sightlines at panel-to-panel joints. 

2.5 SUSPENSION SYSTEMS 

A. Suspension Tracks:  Steel or aluminum with adjustable steel hanger rods for overhead support, 
designed for type of operation, size, and weight of operable panel partition indicated.  Size track 
to support partition operation and storage without damage to suspension system, operable panel 
partitions, or adjacent construction.  Limit track deflection to no more than 0.10 inch (2.54 mm) 
between bracket supports.  Provide a continuous system of track sections and accessories to 
accommodate configuration and layout indicated for partition operation and storage. 

B. Carriers:  Trolley system as required for configuration type, size, and weight of partition and for 
easy operation; with ball-bearing wheels. 

C. Track Intersections, Switches, and Accessories:  As required for type of operation, storage, 
track configuration, and layout indicated for operable panel partitions, and compatible with 
partition assembly specified.  Fabricate track intersections and switches from steel or aluminum. 

1. Multidirectional Switches:  Adjustable switch configuring track into L, T, or 
X intersections and allowing panels to be moved in all pass-through, 90-degree change, 
and cross-over travel direction combinations. 

D. Aluminum Finish:  Mill finish or manufacturer's standard, factory-applied, decorative finish 
unless otherwise indicated. 

E. Steel Finish:  Manufacturer's standard, factory-applied, corrosion-resistant, protective coating 
unless otherwise indicated. 
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PART 3 - EXECUTION 

3.1 INSTALLATION 

A. General:  Comply with ASTM E 557 except as otherwise required by operable panel partition 
manufacturer's written installation instructions. 

B. Install operable panel partitions and accessories after other finishing operations, including 
painting, have been completed. 

C. Install panels from marked packages in numbered sequence indicated on Shop Drawings. 

D. Broken, cracked, chipped, deformed, or unmatched panels are not acceptable. 

E. Broken, cracked, deformed, or unmatched gasketing or gasketing with gaps at butted ends is not 
acceptable. 

3.2 ADJUSTING 

A. Adjust operable panel partitions to operate smoothly, without warping or binding.  Lubricate 
hardware other moving parts. 

B. Adjust to operate smoothly and easily, without binding or warping.  Check and readjust 
operating hardware.  Confirm that latches and locks engage accurately and securely without 
forcing or binding. 

3.3 DEMONSTRATION 

A. Engage a factory-authorized service representative to train Owner's maintenance personnel to 
adjust, operate, and maintain operable panel partitions. 

END OF SECTION 10226 


